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ITX-i45M2

Intel® Socket P Core™ 2 Duo Embedded Mini-ITX Motherboard
Features
+ Intel® Socket P Mobile Processors
+ Support Up to 4GB DDR2 DIMM Modules
+ Variety Video Interface for Vision Applications
+ Support Dual Independent Dispalys
+ Additional Mini PCl Socket for PCl Expansion
+ Highly Integrated Communication Interfaces
» Extended Operating Temp.:-20 ~ 70°C
System Mechanical & Environmental
CPU Intel® Socket P Core™ 2 Duo/Celeron® M processors Power Requirement 20-pin ATX connector
Memory 2 x 240-pin DDR2 DIMM Sockets up 4GB at 667/800MHz Operating Temp. -20~70°C (-4~ 158°F)
Chipset Intel® GM45 + ICHOM Operating Humidity 0 ~ 95% (non-condensing)
BIOS AMI Flash BIOS Dimensions (L x W) 170 x 170 mm (6.7" x 6.7")
Storage 4 x Serial ATA ports with 300MB/s HDD transfer rate H H
€ y Dimensions
Watchdog Timer 1~255 levels reset
1/0 (@ e S
Serial Port 1 x RS-232 port
1 x RS-232/422/485 selectable port
Parallel Port SPP/EPP/ECP mode
USB Port 8 x USB 2.0 ports
KB/MS 2 x PS/2 interface for Keyboard and Mouse (by 6-pin wafer) 132008 170
DVI 1 x DB24 female connector
Digital I/O 8-bit programmable Digital Input/Output § 5
Expansion Bus 1 x PCl slot
1 x Mini PCI socket g¢
Ethernet @ .
Chipset 2 x Realtek RTL8111B PCle Gigabit Ethernet controllers 3302 g[:l ey
Audio o5 i
Realtek ALC888 HD Audio CODEC, Mic-in/Line-in/Line-out
CODEC/Interface ¢ it wio Line-in)
. Ling Out.
26
Dlsplay - : : - BU Unit: mm
Graphics Chipset Intel® Gen5.0 integrated graphics engine with 10 fully -

programmable cores

Graphics Interface

Analog RGB support up to 1920 x 1440

24.23

LCD support Dual Channels 24-bit LVDS up to 1600 x 1200

DVI support 12-bit up to 1600 x 1200

Ordering Information

TV-out support NTSC/PAL up to 1024 x 768

Recommanded CPU list:
Intel® Core™ 2 Duo processor (T9400/P8400)
Celeron® M processor (T3100/575)

Dual independent display achievable up to 1600 x 1200 ITX-i45M2 Intel® Socket P Core™ 2 Duo Mini-ITX motherboard
CBK-06-4500-00 Cable kit
1 x USB cable

1 x TV-out cable

1 x LPT to FDD cable
1 x LPT Cable

1 x KB & MS cable

1 x Serial ATA cable

All specifications are subject to change without notice.




